
Wax Comparison Sheet

Golden 

Brands Wax Type Recommended Use Form Fragrance Load Pour Temperature Wax Melting Point

GB-415 100% Soy Containers Flake 6-10% 95°F (+/-10°F) 121-125°F

GB-444 Soy Containers Flake 5-10% 135°F (+/-10°F) 119-125°F

GB-454 Soy/Coconut Containers Flake 5-10% 160°F (+/-5°F) 115-125°F

GB-464 Soy Containers Flake 5-10% 135°F (+/-10°F) 113-119°F

GB-494 Plant Based Tart Wax Tarts Flake 5-10% 160°F (+/-5°F) 125-135°F

NatureWax

Maximum Fragrance 

Load

NW-C1 Soy/Palm Containers, Tarts Flake 10% 110-135°F 124-130°F

NW-C3 Soy Containers Flake 6% See Handling Sheet 124-130°F

NW-C6 Soy/Coconut Containers Slab 6% See Handling Sheet 124-130°F

NW-Elite 200 Soy/Palm Containers Slab 12% 140-185°F 125-135°F

NW-Elite 300 Palm Pillars Slab 5% 155-185°F 130-140°F

NW-C-NUT1 Coconut Container Cube 94-100°F

NW-C-NUT2 Coconut Container Cube 106-114°F

Smackwax  Fragrance Load

SW-115 100% Soy Containers Granules 5-10% See Handling Sheet 115°F

SW-136 Paraffin/Soy Containers Slab 5-10% See Handling Sheet 136°F

The data provided in this document are meant to serve only as a guide for our customers to assist them in wax selection and application. Because variables exist in conditions of 

workspace there may be variations in optimal temperature values. Performance can be impacted by any component of your candle system. Fillmore Container is not responsible for 

selections made by the customer using any of the reference material contained in this document. For optimal candle performance, we strongly recommend that customers conduct 

extensive testing. The importance of candle testing and documentation cannot be overstated.




